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Push-in terminals with enlarged insertion channels

Quick, simple and reliable – the tool-less PRK push-in connection system not only saves time in control cabinet wiring, but also enables high packing density thanks to two-, three- and four-wire versions. But enough is never enough, and Conta-Clip has recently expanded its range of feed-through and protective earth terminals, adding PRK 16 and PSL 16 variants to meet the demand. The terminals make wiring comfortable, featuring enlarged insertion channels that point upwards. While contacting requires minimal mating force, connections withstand strong vibrations and shocks. Clamping points are worked via insulated pushers.
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	Caption: PRK 16 terminals with enlarged insertion channels for quick push-in connection



Push-in terminal blocks
Conta-Clip’s terminal block ranges with push-in connection include various kinds of feed-through, protective earth conductor, disconnect, fuse, multi-level, installation and initiator terminals for conductor cross sections from 1.5 mm² to 16 mm². The comprehensive PRK range offers various design improvements compared to conventional push-in terminals and meets the highest standards of easy handling and mechanical stability. The push-in connection allows for safe, tool-less insertion of rigid wires or wires with ferrules and significantly reduces the time spent on wiring. The integrated pusher for quickly releasing inserted wires requires only light pressure and no special tools, yet provides high contact force for the push-in spring.
Accidental insertion of wires in the wrong channel is largely eliminated since individual channels and pusher positions are clearly separated. The completely new internal layout with large contact surfaces and fixed metal parts ensures high current-carrying capacity with low temperature rise, mechanical robustness and an absolutely secure fit of the compact terminals on the mounting rail. All potentials have a test point for easy measurement. PRK range feed-through and PE terminals are available for six nominal cross sections from 1.5 mm² to 16 mm² in versions with two-, three- and four-wire connectors suitable for wire cross sections from 0.34 mm² to 25 mm². The protective earth terminals have foot contacts on both sides to ensure maximum electrical and mechanical reliability.

More information about time- and space-saving push-in terminal blocks: https://conta-clip.com/en/products/push-in-terminal-blocks
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	About CONTA-CLIP
CONTA-CLIP is one of Europe’s leading manufacturers of electrical and electronic connection elements and cable management solutions. Based in Hövelhof, Germany, the medium-sized, family-run company has been producing electric and electronic connection systems for the process and automation industries since 1978. CONTA-CLIP supplies all industry sectors, focusing on railroad industries, shipbuilding, building automation, conveyor technology, machine and plant engineering and construction, instrumentation and control technology, control panel manufacturing, transformer manufacturing, and environmental technology. The company consists of many specialized branches: CONTA-CONNECT for electric connection technology, CONTA-CABLE for cable management systems, CONTA-ELECTRONICS for electronics and CONTA-CON for PCB edge connectors. Additionally, CONTA-CLIP provides services such as customizing housings and mounting rails, labeling and supplying user-specific electronic components.
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